
MODELO 750
7.5t ... 30t

Modelo Carga límite

Model Safe load limit
200 % Ln

Clase de precisión División mínima Carga de servicioCarga nominal

Accuracy class
n. OIML

Minimum division
vmin

Service load
150 % Ln

Nominal capacity
Ln

� Double shear load cell
� Versions: 
 - 750a:  Steel alloy, protected against   
  corrosion by epoxy painting 
 - 750i: fully Stainless Steel 
� 3000 divisions O.I.M.L. R60 class C
� Hermetic, fully welded, protected 
 IP 68 (EN 60529)
� Pre-corner adjustment optimized for multicell  
 systems
� 6 wire (sense) electrical connection
� Available in   version (optional)
 Zone 0-1-2 (gas) and 20-21-22 (dust)
� Application: Tanks and silos weighing systems  

� Célula de carga de doble cizalladura
� Versiones: 
 - 750a: acero aleado, tratamiento    
  anticorrosión de pintura epoxy 
 - 750i: totalmente en acero inox.
� 3000 divisiones O.I.M.L. R60 clase C
� Hermética, completamente soldada, 
 protección IP 68 (EN 60529)
� Preajuste de esquinas optimizado para 
 sistemas multicélulas
� Conexión eléctrica a 6 hilos (senses)
� Disponible en versión   (opcional)
 Zona 0-1-2 (gas) y 20-21-22 (polvo)
� Aplicaciones: Sistemas de pesaje de tanques  
 y silos con requerimientos de alta linealidad y  



Dimensions in mm.

ESPECIFICACIONES   SPECIFICATIONS

 
 

    

 
 

 

 
 

 

 
 

 

 

E ECTRICA  CONNECTION:

SENSE
AZUL
BLUE

VERDE
GREEN

ROJO
RED

NEGRO
BLACK

AMARILLO
YELLOW

BLANCO
WHITE

IN

OUT

IN

SENSE

OUT

SHIELD

«SENSES»: 2 additional wires to 
maintain a constant voltage supply at 
the load cell when used with proper 
instrumentation. Use specially when 
long wires and wide temperature 
range.
SHIE D: Not connected to trans-
ducer body.

Transport weight: 

MODELO 750

 



Accessory lower plate is permanenty xed to the structure or ground by welding or cement. Unscrew the upper 
plate it's enough, to replace a load cell.

ACC. 75903

BASE DE APOYO PARA MODELO 750
BASE PLATE FOR MODEL 750

Dimensions in mm.

Acc. 72906 

+ 

Mod. 750 

+ 

Acc. 75903

Acc. 72903 

+ 

Mod. 750 

+ 

Acc. 75903

Transport weight: 



75903 + 75905

Using accessories 75903 + 75905 the platforms admit the use of tie rods or stoppers. If stoppers are used 
 it must be left a maximum spread  of: H<6 mm. We recommend to clean and to grease periodically the 

joints. 

ACC. 75905

SOPORTE AUTOCENTRANTE PIVOTANTE PARA MODELO 750
SELF-ALIGNING PIVOTING SUPPORT FOR MODEL 750

Dimensions in mm.

Acc. 75905

+ 

Mod. 750 

+ 

Acc. 75903

Transport weight: 



� Material: 
 Acero cincado     Acc. 75906 
 Acero inoxidable Acc. 75906i  

� Material: 
 Steel alloy zinc-plated Acc. 75906 
 Stainless Steel        Acc. 75906i

ACC. 75906

SOPORTE COMPLETO SILO CON ANTIVUELCO PARA MOD. 750
MOUNTING KIT LIFT-OFF PREVENTION FOR SILO FOR MOD. 750

Dimensions in mm.  Transport weight:


